MATERIAL SAFETY DATA SHEET 


Complies with OSHA Hazard Communication Standard 29CFR 1910.1200 


rev.3/1 8/92 


Rosin Core Solder 

Bow Solder Products Co. 
900 Hobson street 


RADIO SHACK 64-001 
64-002 
64-005 
64-008 


Rosin Core Solder 
64-015 1 VoSn/99iVcPb to 

64-004 990/oSn/1 0/0 Pb * A 


Union, N 07083 


Phone Number 908-686-6040 

I nfotrac Emergency 1-800-535-5053 


1 . PRODUCT INGREDIENTS 


Chemical Name 

CAS Number 

Weight 

Vo 

Permissible Air 
Concen .(m g/cu.m .) 

SARA Title 111 
Sect. 313 Chem 

TIN 

7440-31-5 

0-100 

OSHA 

2.0 

ACGIH 

2.0 

NO 

LEAD 

7433-92-1 

0-100 

0.05 

0.15 

YES 

ANTIMONY 

7440-36-0 

<2 

0.5 

0.5 

YES 

COPPER 

7440-50-8 

<2 

.1 

.1 

NO 

SILVER 

7440-22-4 

<2 

.1 

.1 

YES 

ROSIN 

8050-09-7 

1-3 

N/A 

N/A 

NO 


No other haiardous materia! is present in concentration greater than 1 Vo {0.1 q/o for carcinogens) 
2. PHYSICAL DATA 


Material is Appearance and Odor 

solid silver-white metal, CORE HAS SLIGHT ROSIN ODOR, 


Mehirtg Point 
METAL-1 79-31 2 C 
CORE- 250 C 

Solubility in Vinter 
INSOLUBLE 


Boiling Point 
>1300 C 
106C 

Vapor Pressure 
N/A 


Specific Gravitv 

7I3-11.3 

1.1 

Evaporation Rate 
N/A 


Vapor Oertsity 
N/A 


PH 

N/A 


3. RRE AND EXPLOSION DATA 


PtJ'ttt Flammable Limits Auto ignition Temp. \ , 

metal N/A N/A N/A 

CORE- 300 F 

Unusual Tire and explosion hazards 

molten METALS PRODUCE FUME OR VAPOR THAT MAY BE TOXIC AND/OR RESPIRATORY 
IRRITANTS. REACTS VIOLENTLY WITH OXYDI2ING AGENTS. 


Fire extinguishing agents recommended 

USE C02 OR DRY CHEMICAL ON SURROUNDING FIRE 



RADIO SHACK 


64-001 64-002 64-004 64-005 64-008 

64-0015 


Fire extinquishinq agents to avoid 

DO NOT USE WATER ON FIRE WHERE MOLTEN METAL !3 PRESENT 


Specta) fire fighting precautions 

USE NIOSH/MSHA APPROVED SELF-CONTAINED BREATHING APPARATUS AND FULL 
BODY PROTECTIVE CLOTHING. 

1 

NFPA RATING HEALTH 1 , FLAMMABILITY 1 , 

1 0 REACTIVITY 0, SPECIAL 0 

0 

4. HEALTH HAZARD INFORMATION 


Primary Routes of Entry 

INGESTlOh X INHALATION ABSORPTION 


Carcinogenecity 

this product has not BEEN USTED AS A SUSPECT CARCINOGEN BY NTP, lARC OR OSHA 


Acute Overexposure (symprtoms and effects) 

SEVERE SHORT-TERM OVEREXPOSURE MAY LEAD TO CENTRAL NERVOUS SYSTEM 
DISORDERS, CHARACTERIZED BY DROWSINESS, SEIZURES, COMA + DEATH. IT 
SHOULD BE RECOGNIZED THAT EXPOSURES OF THIS MAGNITUDE IN AN INDUSTRIAL 
ENVIRONMENT ARE EXTREMELY UNLIKELY. 

Chronic Overexposure (symptoms and effects) 

PBOLONf^D OVEREXPOSURE TO LEAD CAN RESULT IN SYSTEMIC POISONING 
WITH SYMPTOMS OF METALUC TASTE, ANEMIA, INSOMNIA, WEAKNESS, CONSTIPATION , 
ABDOMINAL PAIN, GASTROINTESTINAL DISORDERS, JOINT AND MUSCLE PAIN. AND 
MUSCULAR WEAKNESS, AND MAY CAUSE DAMAGE TO THE BLOOD-FORMING, NERVOUS, 
KIDNEYS, AND REPRODUCTIVE SYSTEMS. DAMAGE MAY INCLUDE REDUCED FERTILITY 
IN BOTH MEN AND WOMEN, DAMAGE TO THE FETUS OF EXPOSED PREGNANT WOMEN 
ANEMIA, MUSCULAR WEAKNESS AND KIDNEY DYSFUNCTION. 

Mecfical Conifitions possibly a^^oaivated by exposure 

DISEASES OF THE BLOOD AND BLOOD FORMING ORGANS, KIDNEYS. NERVOUS 
AND POSSIBLY REPRODUCTIVE SYSTEMS. 


First Aid Proceedures: 

INHALATION: REMOVE FROM EXPOSURE AND CALL A PHYSICIAN. 

SKIN CONTACT; WASH AFFECTED AREAS WITH SOAP AND WATER. IF BURNS SHOULD 
OCCUR FROM MOLTEN METAL TREAT FOR BURN AND GET IMMEDIATE MEDICAL ASSISTANCE 
EYE CONTACT; FLUSH EYES WITH WATER FOR 1 5 MINUTES. CALL A PHYSICIAN 
INGESTION: INGEST LARGE QUANTITIES OF WATER, CALL A PHYSICIAN 


5. PRECAUTION SJ^ROCEDU RES 


OVERHEATING OF ALLOY CAN PRODUCE METAL FUMES AND OXIDES MADMINIwa 



RADIO SHACK 


64-001 64-002 64-004 64-005 64-008 

64-015 


OPERATIONS SUCH AS GRINDING, SAWING, OR BUFFING CAN GENERATE AIRBORN 
PARTICULATES IN THE WORK AREA. EXPOSURE LEVELS INDICATED IN SECTION 1 
ARE RELAVENT TO THESE AND OTHER OPERATIONS. 

Normal Handling; USE OF APPROVED RESPIRATORS IS REQUIRED FOR APPLICATIONS 
WHERE ADEQUATE VENTILATION CANNOT BE PROVIDED. ACTIVITIES WHICH GENERATE 
DUST OR FUME RFIOULD BE AVOIDED. WHEN MELTED, THE TEMPERATURE SHOULD BE 
KEPT AS LOW AS POSSIBLE. 

Spill or Leak: ANY METHOD TFIAT KEEPS DUST TO A MINIMUM IS ACCEPTABLE. 

VACUUMING IS PREFERRED. USE OF APPFtOVED RESPIRATORY PROTECTION WHERE 
POSSIBILITY OF DUST^UME EXPOSURE EXISTS. DO NOT USE COMPRESSED AIR FOR CLEANING. 

Personal Hygiene; AVOID INHALATION OF INGESTION. PRACTICE GOOD HOUSEKEEPING AND 
PERSONAL HYGIENE PROCEDURES. A SHOWER IS RECOMMENDED IF SIGNIFICANT DUST 
EXPOSURE OCCURS. 


Engineering Controls: LOCAL EXHAUST VENTILATION IS RECOMMENDED FOR 
DUST ANDADR FUME GENERATION OPERATIONS WHERE AIRBORNE EXPOSURES MAY 
EXCEED PERMISSIBLE AIR CONCENTRATIONS. 

Storage: GENERAL STORAGE PROCEDURES ACCEPTABLE. 


Special Precautions, preocedures, label instruction: 

SPECIAL ATTENTION IS DRAWN TO THE FIEQUIREMENTS OF THE OSHA LEAD STANDARD 
(1310.1025) AND RESPIRATOR STANDARD (1310.134) SHOULD AIRBORNE EXPOSURES 
EXCEED THE OSHA ACTION LEVEL OR PEL. 

6. PERSONAL PROTECTIVE EQUIPMENT 


Respiratory Protection: 


WHERE AIRBORNE EXPOSURES MAY EXCEED OSHA/ACGIH PERMISSIBLE AIR 
CONCENTRATIONS, THE MINIMUM RESPIRATORY PROTECTION RECOMMENDED IS 
A NEGATIVE PRESSURE AIR PURIFYING RESPIRATOR WITH CARTRIDGES THAT ARE 
NI05H/MSHA APPROVED AGAINST DUST, FUMES, AND MISTS HAVING A TWA 
NOT LESS THAN 0/05 MG/CU M. 

Eyes artd Face: 

SAFETY ^.ABSES RECOMMENDED WHERE THE POSSIBULITY OF GETTING DUST 
PARTICLES IN EYES EXISTS, OR WHEN HANDLING MOLTEN METAL, 


Other Clothing and Equipment; 

GLOVES AND OTHER PROTECTIVE CLOTHING RECOMMENDED IF SKIN 
CONTACT IS APPRECIABLJE- 

7. REACTIVITY DATA 


Subility; STABLE 


Conditions to Avoid: NOT APPLICABI F 



radio shack 


64-001 64-002 64-004 64-005 64-008 

64-015 


Incompatability: STFJONG OXIDIZERS MAY CAUSE VIOLENT REACTION 

Hazardous Decomposition Products: AT TEMPERATURES ABOVE THE MELTING 
POINT, TOXIC FUMES OR VAPORS MAY BE EMITTED. 

8. ENVIRONMENTAL 


Regulated by DOT? NO 


Waste Disposal Method (DISPOSER MUST COMPLY WITH FEDERAL, STATE, 

AND LOCAL DISPOSAL OR DISCHARGE LAWS) 

IF HAZARDOUS UNDER 40 CFR 261 , SUBPARTE B AND C, MATERIAL MUST BE 
TREATED OR DISPOSED IN A FACILITY MEETING THE REQUIREMENTS OF 40 
CFR 254 OR 265. IF NON -HAZARDOUS, MATERIAL SHOULD BE DISPOSED IN A 
FACIUTY MEETING THE REQUIREMENTS OF 40 CFR 257. 

BCRA Status of Unused Material: IF DISCARDED IN UNALTERED FORM, 

MATERIAL SHOULD BE TESTED TO DETERMINE IF IT MUST BE CLASSIFIED 
AS A HAZARDOUS WASTE FOR DISPOSAL PURPOSES. UNDER SPECIFIC 
CIRCUMSTANCES, APPUCATION CAN BE MADE TO THE EPA ADMINISTRATOR TO 
HAVE A PARTICULAR WASTE DESIGNATED NON-HAZARDOUS. 

9. ADDITIONAL INFORMATION 


Precautions to be taken in handling and storing: NONE 
Other Precautions: NONE 


This Material Safety Data Sheet is offered for you information, 
cortskfetation, an irttresttgation. Bow Sokke Products provides 
-no iMarranties, either express or impied, and assumes no reaportsibiTities 
for the aocutacy or completeness of the data contained in this document. 
The data ai this Material Safety Data Sheet relates to this product and 
- does not relate to use bi combination with any other mateial or in 
any process. 



